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sulfur levels, a foreign refinery’s base-
line sulfur level under this paragraph 
will be determined based on the aver-
age sulfur level of gasoline produced by 
the foreign refinery and imported to 
the U.S. during the most recent annual 
averaging period in which the refinery 
was subject to its individual anti- 
dumping baseline. 

(e) Within 60 days of receipt of an ap-
plication under this section, EPA will 
notify the refiner of approval of the re-
finery’s baseline or of any deficiencies 
in the application. 

(f) If at any time the baseline sub-
mitted in accordance with the require-
ments of this section is determined to 
be incorrect, EPA will notify the re-
finer of the corrected baseline. 

(g) Any refiner that seeks temporary 
relief under § 80.270 shall apply for a re-
finery sulfur baseline in accordance 
with the provisions of this section and 
§ 80.295, and if applicable, § 80.410(b), no 
later than September 1, 2000. 

[65 FR 6823, Feb. 10, 2000, as amended at 66 
FR 19308, Apr. 13, 2001] 

ABT PROGRAM—BASELINE 
DETERMINATION 

§ 80.295 How is a refinery sulfur base-
line determined? 

(a) A refinery’s gasoline sulfur base-
line for the purpose of generating cred-
its during years 2000 through 2003 is 
calculated using the following equa-
tion: 
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Where: 
SBase=Sulfur baseline value. 
Vi=Volume of gasoline batch i. 
Si=Sulfur content of gasoline batch i. 
n = Total number of batches of gasoline pro-

duced during January 1, 1997 through De-
cember 31, 1998 (or the total number of 
batches of gasoline pursuant to 
§ 80.290(c)(6); or, for a foreign refinery, the 
total number of batches of gasoline pro-
duced and imported into the U.S. during 
January 1, 1997 through December 31, 1998, 
or, the total number of batches of gasoline 
produced and imported into the U.S. pursu-
ant to § 80.290(d)(2)). 

i = Individual batch of gasoline produced 
during January 1, 1997 through December 
31, 1998 (or individual batch of gasoline pro-
duced pursuant to § 80.290(c)(6); or, for a 
foreign refinery, individual batch of gaso-
line produced and imported into the U.S. 
during January 1, 1997 through December 
31, 1998, or, individual batch of gasoline 
produced and imported into the U.S. pursu-
ant to § 80.290(d)(2)). 

(b) Any refiner who, under § 80.69 or 
§ 80.101(d)(4), included oxygenate blend-
ed downstream in compliance calcula-
tions for 1997–1998 for a refinery must 
include this oxygenate in the baseline 
calculations for sulfur content for that 
refinery under paragraph (a) of this 
section. 

(c) Sulfur baseline calculations under 
this section shall be conducted to two 
decimal places. 

[65 FR 6823, Feb. 10, 2000, as amended at 66 
FR 19308, Apr. 13, 2001] 

§ 80.300 [Reserved] 

ABT PROGRAM—CREDIT GENERATION 

§ 80.305 How are credits generated 
during the time period 2000 
through 2003? 

(a) Credits must be calculated as fol-
lows: 

CRa=Va × (SBase ¥ Sa) 

Where: 
CRa=Credits generated for the averaging pe-

riod. 
Va = Total volume of gasoline produced dur-

ing the averaging period at the refinery (or 
for a foreign refinery, the total volume of 
gasoline produced during the averaging pe-
riod at the refinery that was imported into 
the U.S. in accordance with the require-
ments of § 80.410) 

SBase=Sulfur baseline value for the refinery 
established under § 80.250 or § 80.295. 

Sa = Actual annual average sulfur level, cal-
culated in accordance with the provisions 
of § 80.205, for gasoline produced during the 
averaging period by the refinery, exclusive 
of any credits, (or for a foreign refinery, 
the actual average sulfur level, calculated 
in accordance with the provisions of 
§ 80.205, for gasoline produced during the 
averaging period at the refinery that was 
imported into the U.S., in accordance with 
the requirements of § 80.410, exclusive of 
any credits.) 

(b) The refiner may include any 
oxygenates included in its RFG or con-
ventional gasoline volume under §§ 80.65 
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and 80.101(d)(4), respectively, for the 
purpose of generating credits. 

(c) Credits under this program are in 
units of ‘‘ppm-gallons’’. 

(d) Refiners may generate credits for 
gasoline produced during an averaging 
period for a refinery only if the annual 
average sulfur level for the gasoline 
produced at that refinery during the 
averaging period is less than 0.90 of the 
refinery’s baseline under § 80.250 or 
§ 80.295. 

(e) Credits generated in accordance 
with paragraph (a) of this section must 
be identified by the year of creation. 

(f) For gasoline produced during the 
year 2000, the averaging period for 
credits generated in accordance with 
paragraph (a) of this section may be 
less than the full calendar year. Such 
partial-year averaging period will 
begin with the first full month for 
which all applicable sampling, testing, 
and documentation requirements are 
met. 

[65 FR 6823, Feb. 10, 2000, as amended at 66 
FR 19308, Apr. 13, 2001; 67 FR 40183, June 12, 
2002] 

§ 80.310 How are credits generated be-
ginning in 2004? 

(a) A refiner for any refinery, or an 
importer, may generate credits in 2004 
and thereafter if the annual average 
sulfur level for gasoline produced or 
imported for the averaging period is 
less than 30.00 ppm; or, for refiners that 
are subject to the small refiner stand-
ards in § 80.240, the small refiner annual 
average sulfur standard applicable to 
that refinery; or, for refiners and im-
porters subject to the GPA standards 
in § 80.216, the least of 150.00 ppm, or 
the refinery’s or importer’s 1997–1998 
sulfur level calculated under § 80.295 
plus 30.00 ppm, or the refinery’s lowest 
annual average sulfur level for any 
year from 2000 through 2003 during 
which the refinery generated credits or 
allotments plus 30.00 ppm. 

(b) Credits are calculated as follows: 

CRa = Va × (SCredit ¥ Sa) 

Where: 

CRa = Credits generated for the averaging pe-
riod. 

Va = Total annual volume of gasoline pro-
duced at a refinery or imported during the 
averaging period. 

SCredit = 30.00 ppm; or the sulfur standard for 
a small refinery established under § 80.240; 
or, for gasoline designated as GPA gasoline 
under § 80.219, the least of 150.00 ppm, or the 
refinery’s or importer’s 1997–1998 sulfur 
level calculated under § 80.295 plus 30.00 
ppm, or the refinery’s lowest annual aver-
age sulfur level for any year from 2000 
through 2003 during which the refinery 
generated credits or allotments plus 30.00 
ppm. 

Sa = Actual annual average sulfur level, cal-
culated in accordance with the provisions 
of § 80.205, for gasoline produced at a refin-
ery or imported during the averaging pe-
riod, exclusive of any credits. 

(c) Credits generated in accordance 
with this section must be identified by 
the year of creation. 

[65 FR 6823, Feb. 10, 2000, as amended at 66 
FR 19308, Apr. 13, 2001; 67 FR 40184, June 12, 
2002; 71 FR 54912, Sept. 20, 2006] 

ABT PROGRAM—CREDIT USE 

§ 80.315 How are credits used and 
what are the limitations on credit 
use? 

(a) Credit use. Credits may be used to 
meet the applicable refinery or im-
porter annual average sulfur standards 
under § 80.195, § 80.216, or § 80.240, or may 
be used to meet the offset requirement 
under § 80.271(d)(1) for any refinery with 
an adjustment of itsper-gallon cap 
standard pursuant to § 80.271(a), pro-
vided that: 

(1) Sulfur credits used were generated 
pursuant to the requirements of this 
subpart; and 

(2) The requirements of paragraphs 
(b) and (c) of this section are met. 

(b) Credit transfers. (1) Credits ob-
tained from other persons may be used 
to meet the annual average standards 
specified in § 80.195, § 80.216, or § 80.240, 
or may be used to meet the offset re-
quirement under § 80.271(d)(1) for any 
refinery with an adjustment of itsper- 
gallon cap standard pursuant to 
§ 80.271(a), if all the following condi-
tions are met: 

(i) The credits are generated and re-
ported according to the requirements 
of this subpart. 

(ii) The credits are used in compli-
ance with the limitations regarding the 
appropriate periods for credit use in 
this subpart. 

(iii) Any credit transfer takes place 
no later than the last day of February 
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